TAPETA

DO tAZIENKI | PL

WET SYSTEM

Zestaw WET SYSTEM sktada sie z 3 produktéw do profesjonalnego
uzytku: preparatu gruntujacego Mapei TRIBLOCK P, kleju Mapei

ULTRABOND ECO DECOR WET oraz impregnatu Mapei
MAPECOAT DECOR PROTECTION.

PREPARAT GRUNTUJACY MAPEI TRIBLOCK P

Dane techniczne

. Opakowanie: pojemnik 5kg (A + B + C)

Postac: sktadnik A: ptynna, sktadnik B: ptynna,
sktadnik C: proszek

Proporcje mieszania: sktadniki A:B:C =12:38:50
. Zuzycie: 0,25 - 0,5 kg/m?2
Maksymalny czas uzytkowania: 30 - 40 minut

. Czas schniecia pomiedzy pierwsza i druga warstwa: 4 - 6 godzin
. Czas oczekiwania przed montazem oktadziny lub wylewaniem

masy samopoziomujacej: min. 24 godziny — max. 7 dni

« Czas oczekiwania przed aplikacja mas wyréwnujacych lub
posadzek: 7 dni

Naktadanie: pedzlem lub watkiem

Kolor: sktadniki A, B, C: biaty

Przechowywanie: 12 miesiecy
« Stosowac tylko w temperaturach od +5°C do +35°C
. Czyszczenie: wodg, zanim TRIBLOCK P wyschnie

KLEJ MAPEI ULTRABOND ECO DECOR WET

Dane techniczne

. Opakowanie: pojemnik 3 kg
Postac: zel
. Zuzycie: ok. 200 - 250 g/m?
. Czas schniecia otwartego: 90 minut
Petne obciazenie: po ok. 24 godzinach
Naktadanie: szpachelka zebatg lub watkiem
Kolor: przezroczysty
Przechowywanie: 12 miesiecy
« Stosowac tylko w temperaturach od +15°C do +35°C

IMPREGNAT MAPEI MAPECOAT
DECOR PROTECTION

Dane techniczne

. Opakowanie: butelka 1,2 kg (zestaw A + B)
Postac: sktadnik A: ptynna, sktadnik B: ptynna
Proporcje mieszania: sktadniki A:B = 5:1

. Zuzycie: pierwsza warstwa 80 - 100 g/m?

« Czas zachowania wtasciwosci roboczych: 90 minut

. Czas oczekiwania na rozpoczecie naktadania powtoki,
po przyklejeniu tapety: 2 - 4 godziny

Petne obcigzenie (kontakt z woda w kabinie prysznicowej):

24 godziny
Naktadanie: pedzlem z krétkim wiosiem

Kolor: sktadnik A: mleczny biaty, sktadnik B: przezroczysty

Przechowywanie: 12 miesiecy
« Stosowac tylko w temperaturach od +10°C do +35°C
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WET SYSTEM - MONTAZ

Tapeta do tazienki WET SYSTEM dostarczana jest wraz z zestawem zawierajacym preparat
gruntujacy, klej oraz impregnat, ktory w kilku krokach zapewni petna wodoodpornosc

w miejscach narazonych na wysoka wilgotnos¢ i zachlapanie. WET SYSTEM jest
przeznaczony do uzytku profesjonalnego. Przed przystapieniem do montazu nalezy
upewnic sie, ze nie zachodzi state, kapilarne podciaganie wilgoci. Zawartos¢ wilgoci
resztkowej w podtozu musi by¢ zgodna z lokalnymi normami. Wymagane jest spisanie
protokotu pomiaru wilgoci scian, na ktérych montowana bedzie tapeta.

Powierzchnia, na ktérej ma by¢ przyklejona wodoodporna tapeta musi by¢ doktadnie
oczyszczona, odttuszczona oraz musi zostaé¢ wykonana hydroizolacja. Srodkiem przez nas
rekomendowanym do zrobienia izolacji przeciwwilgociowej jest Mapegum WPS,

ktory jest szeroko dostepny na rynku materiatéw budowlanych. Odpowiednio
przygotowana sciana powinna byc¢ gtadka, sucha oraz pozbawiona wszelkich zabrudzen,
zwiaszcza ttustych.

KOLEJINOSC NAKLADANIA PRODUKTOW

1. Zabezpieczenie powierzchni pod wodoodporna tapete

W miejscach narazonych na stata wilgo¢ nalezy zastosowac preparat gruntujacy.
Preparat gruntujacy sktada sie z trzech sktadnikow, z ktorych dwa to ptyny, a jeden to
proszek. Aby przygotowac produkt, trzeba wymieszac sktadnik A ze sktadnikiem B,

az do uzyskania jednorodnej mieszanki. Nastepnie powoli wsypac, ciagle mieszajac,
proszkowy sktadnik C (proszek) az do momentu uzyskania gtadkiej pasty bez grudek.
Do mieszania zalecamy uzycie wiertarki wolnoobrotowej, aby uniknac¢ przegrzania
mieszanki, co moze skrocic¢ czas urabialnosci i spowodowac uwigzienie powietrza.

Po zmieszaniu trzech sktadnikow zgodnie z zastosowang metoda aplikacji, doda¢ wode
W nastepujacy sposob:

pedzlem:5-10%
- watkiem:10 - 15%

Rozcienczony preparat gruntujacy naktadac na powierzchnie w dwdch warstwach
watkiem lub pedzlem, zachowujac wymagany czas schniecia pomiedzy pierwsza
i druga warstwa. Mapei TRIBLOCK P sprzedawany jest w opakowaniach po 5 kg,
ktére wystarcza na 14 - 20 m?, w zaleznosci od zastosowanej metody aplikacji.

2. tatwa aplikacja kleju

Po minimum 24 godzinach powierzchnia jest odpowiednio przygotowana na natozenie
kleju. Produkt jest gotowy do uzycia, nie wymaga zadnego przygotowania i jest bardzo
tatwy w aplikacji. Wymagana ilos¢ kleju nalezy réwnomiernie rozprowadzi¢ na podtozu
za pomoca szpachelki zebatej lub watka. Dzieki dtugiemu czasowi schniecia otwartego
mozliwe jest korygowanie swiezo przyklejonych arkuszy tapety. Po stwardnieniu,

ktore nastepuje w wyniku reakcji chemicznej wilgoci z powietrzem, klej tworzy cienka
warstwe odporna na wilgo¢, wode i wysokie temperatury. Klej sprzedawany jest

w opakowaniach po 3 kg, ktére wystarcza na 12 - 15 m?, w zaleznosci od réwnosci podtoza
i metody aplikacji.

3. Montaz tapety

Tapete koniecznie trzeba nanies¢ na wcigz wilgotny klej, tylko wtedy jest mozliwe
wiasciwe dopasowanie, az do uzyskania idealnego utozenia. Po wygtadzeniu jej
powierzchni gtadka packa lub rolka dociskowa, konieczne jest pozbycie sie ewentualnych
pecherzy powietrza poza krawedz oktadziny. Dzieki temu tapeta po wyschnieciu kleju
idealnie przywiera do powierzchni, zapobiegajac przedostawaniu sie wilgoci pod spod

i mozna przystapi¢ do naktadania powtoki ochronnej.

4. Aplikacja wodoodpornej powtoki

Tapete po catkowitym wyschnieciu mozna pokry¢ impregnatem. Przed uzyciem
wstrzgsnac energicznie przez minute pojemnikiem zawierajacym sktadnik Ai przela¢ do
czystego pojemnika. Nastepnie dodac sktadnik B w proporcji sktadnik A : sktadnik B = 5:1
(wagowo) i mieszac¢ doktadnie, az do uzyskania jednolitej mieszanki. Naktada¢ krzyzowo
watkiem z krotkim wiosiem, najlepiej watkiem typu anzy (do lakierow).

Jednak w tazienkach, gdzie naturalne Swiatto pada prostopadle do zabezpieczonej sciany,
dobrze bytoby uzy¢ natrysku, poniewaz wtedy ryzyko powstania zaciekow jest mniejsze.
Zalecane jest natozenie trzech warstw powtoki ochronnej. Polimer sprzedawany jest

w opakowaniach po 1,2 kg, ktére wystarcza na 6 - 8 m? (wydajnos¢ na trzy warstwy),

w zaleznosci od metody aplikacji i rownosci podtoza. Po montazu, brzegi tapety nalezy
zabezpieczyc silikonem, co zagwarantuje jej petna wodoszczelnosé. Tak przygotowana
tapeta z zastosowaniem zestawu WET SYSTEM jest produktem w petni wodoodpornym.

E-MAIL: BIURO@WALLCRAFT.COM.PL




BATHROOM
WALLPAPER
WET SYSTEM

EN

The WET SYSTEM set consists of 3 products for professional use:
Mapei TRIBLOCK P primer, Mapei ULTRABOND ECO DECOR
WET adhesive and Mapei MAPECOAT DECOR PROTECTION
finish.

MAPEI TRIBLOCK P PRIMER

Technical data

Packaging: 5 kg container (A + B + C)

. Consistency: component A: liquid, component B: liquid,
component C: powder

Mixing ratio: components A:B:C =12:38:50

. Consumption: 0.25 - 0.5 kg/m?
Maximum usage time (pot life): 30 - 40 minutes
Drying time between first and second coat: 4 - 6 hours

« Waiting time before installing the cladding or pouring the
self-levelling compound: min. 24 hours - max. 7 days

- Waiting time before applying levelling compounds or floors:
7 days

- Application: with a brush or a roller
. Colour:components A, B, C: white
. Storage: 12 months
Use only at temperatures between +5°C and +35°C
. Cleaning: with water, before TRIBLOCK P is dry

MAPEI ULTRABOND ECO DECOR
WET ADHESIVE

Technical data

Packaging: 3 kg container
. Consistency: gel
. Consumption: approx. 200 - 250g/m?2
. Open time (curing time): 90 minutes
Ready to use: after approx. 24 hours
- Application: with a toothed spatula or a roller
« Colour: clear (transparent)
. Storage:12 months
Use only at temperatures between +15°C and +35°C

MAPEI MAPECOAT DECOR PROTECTION
IMPREGNATION FINISH

Technical data

Packaging: 1.2 kg bottle (a set of A + B)

- Consistency: component A: liquid, component B: liquid
Mixing ratio: components A:B = 5:1

. Consumption: first layer 80 - 100 g/m?2

. Working life: 90 minutes

- Waiting time after the application of wallpaper: 2 - 4 hours
Ready to use (in contact with water in a shower cabin): 24 hours

- Application: with a short-hair brush

. Colour: component A: milky white, component B: clear

. Storage:12 months
Use only at temperatures between +10°C and +35°C
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BATHROOM WALLPAPER WET SYSTEM - INSTALLATION

Bathroom wallpaper WET SYSTEM is delivered with a set containing a primer,

an adhesive, and an impregnation finish that in a few steps will ensure full water
resistance in places exposed to high humidity and splashes. WET SYSTEM is intended
for professional use.

Before installation, make sure that there is no permanent capillary rise of moisture.

The residual moisture content in the substrate must comply with local standards.

It is required to write down a protocol for measuring the moisture of the walls on which
the wallpaper will be installed.

The surface on which the waterproof wallpaper is to be glued must be thoroughly
cleaned, degreased, and waterproofed. We recommend Mapegum WPS for
waterproofing, which is widely available in the building materials market. A properly
prepared wall should be smooth, dry, and free of any dirt, especially grease.

THE ORDER OF APPLYING THE PRODUCTS

1. Protection of surface for waterproof wallpaper

Use the primer in places exposed to constant moisture. The primer consists of three
components, two of which are liquids and one is powder. To prepare the product,

you need to mix component A with component B until a homogeneous mixture is
obtained. Then slowly pour in the powder component C (powder) while stirring until
you obtain a smooth, lump-free paste. For mixing, we recommend using a slow-speed
drill to avoid overheating the mixture which can reduce workability time and cause air
entrapment. After mixing the three components according to the instruction

of application, add water as follows:

« when using a brush: 5 - 10%

- when using a roller: 10 - 15%

Apply the diluted primer on the surface in two layers with a roller or a brush, keeping
the required drying time between the first and second layer. Mapei TRIBLOCK P is sold

in packages of 5 kg, which is enough for 14 - 20 m?, depending on the method of
application.

2. Easy application of the adhesive

After a minimum of 24 hours, the surface is properly prepared for the application of the
adhesive. The product is ready to use, it does not require any preparation and it is very
easy to apply. The required amount of adhesive should be evenly spread on the surface
with a toothed spatula or a roller. Thanks to the long open time, it is possible to correct
freshly applied wallpaper strips. After the adhesive hardens, which occurs as a result of
the chemical reaction of moisture with air, it forms a thin layer resistant to moisture,
water, and high temperature. The adhesive is sold in packages of 3 kg, which is enough
for12 -15 m2, depending on the evenness of the surface and the method of application.

3. Wallpaper installation

The wallpaper must be applied while the adhesive is still wet, as only then it is possible
to fit the strips properly and obtain the perfect arrangement. It is necessary to smooth
the surface of the wallpaper with a smooth trowel or a pressure roller and get rid of any
air bubbles beyond the edge of the lining. Thanks to this, after the glue dries, the
wallpaper adheres perfectly to the surface, which prevents moisture from getting
underneath. Then you can start applying a protective coating.

4. Application of a waterproof coating

When the wallpaper is completely dry, it can be covered with an impregnation finish.
Before use shake the container with component A vigorously for one minute and pour its
content into a clean container. Then add component B at a ratio: components A: B = 5.1
(by weight) and mix thoroughly until you obtain a smooth mixture. Cross-apply the
mixture with a short-pile roller, preferably with an Anza roller (for lacquers). However,

in bathrooms, where natural light falls perpendicularly to the wall, it is advisable to apply
the protective layer by spray, then the risk of down-drops is lower. It is recommmended to
apply three layers of protective coating. The product is sold in packages of 1.2 kg,

which is enough for 6 - 8 mz (for three layers), depending on the evenness of the surface
and the method of application. After installation, the edges of the wallpaper should be
secured with silicone which will guarantee it remains fully waterproof. Wallpaper prepared
in this way with the use of WET SYSTEM set is a fully waterproof product.
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