


INSTALLATION

ENG
WALLCRAFT INSTRUCTIONS

1 Check the quality of the wallpaper 5 Measuring the wall and marking a plumb line

Before installing the wallpaper, check the sent wallpapers
carefully in terms of color, shades, patterns, and whether they
have any visible flaws. We check each roll to make sure the
wallpapers meet your expectations.

You should plan the arrangement of individual wallpaper
strips on the wall. For this purpose, it is best to mark
vertical lines in places where successive stripes connect.
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6 Spreading the glue
H : Cover the surface of the wall with glue. It can be spread with
2 Before appllcatlon either a roller or a brush. The glue should be evenly laid and form
Before installing the wallpaper, remove the packaging and a uniform layer. You should apply the glue systematically so that
straighten them on a flat surface. You should leave them that it does not dry before laying the wallpaper. Please note that you
way for 24 hours in a draft-free room. must not apply the glue to the wallpaper surface!
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3 Wall Preparation 7 Hanging the wallpaper

The wall surface should be dry and clean. If the wall has any
unevenness or defects, it should be filled and leveled before
wallpapering. Finally, the entire surface of the wall must be
thoroughly primed. You should also remember not to ventilate the
room or cause drafts during application and 24 hours after it.

Place an appropriate strip of wallpaper where the glue has been
spread and gently apply it to the wall according to the previously
measured plumb line. Make sure that the wallpaper has been
glued evenly, and smooth its surface with a wallpaper roller. Then
hang the subsequent strips of wallpaper, ensuring a good butt
joint, so that they do not overlap. Smooth the surfaces of the strips'
joints with a roller.

Attention! If glue gets on the top layer of wallpaper, gently remove
it with a clean cloth, avoiding rubbing.
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4 Tools
( 8 Finishing
/ ’ ﬁ Any excess wallpaper should be trimmed
with a wallpaper knife and putty knife.
pencil sponge roller  spirit level spatula segment knife
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measure bucket .l.

tel: +48 535 749 401 adres e-mail: biuro@wallcraft.com.pl



